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Most iMportant features: 

• Product: WN-300USB

• Chipset Solution: Ralink RT3070 

 Single Chip

• Standard: IEEE 802.11b/g/n

• Bus Type: USB 2.0 Type A

• Frequency Band: 2.4000~2.4835GHz

 (Industrial Scientific Medical Band)

• Data Rate:

 - 11b: 1/2/5.5/11Mbps

 - 11g: 6/9/12/24/36/48/54Mbps

 - 11n (20MHz): MCS0-7 (up to 72Mbps)

 - 11n (40MHz): MCS0-7 (up to 150Mbps)

• Security:

 - WEP 64/128, WPA, WPA2, WPS, 802.1x

 - Cisco CCX Support

• Antenna: Internal Printed Antenna

• Output Power:

 -11n: 14dBm±1dBm, 

 -11g: 14dBm±1dBm, 

 -11b:17dBm±1dBm

• Drivers: Windows 2000/XP/Vista

• LED: Link/Activity

• Dimension: 10(H) x 19.5(W) x 56(D) mm

Temperature: 32~104°F (0~40°C)

• Humidity: Max. 95% (NonCondensing)

• Certification: FCC, CE

Congratulations on the purchase of 
your new snom WLAN stick!

The snom WLAN stick provides 
a wireless network interface for your 
snom 820 and 870. 


