DR3650V-4G 
TP-Link-OMADA Product Details
Overview
The Omada 4G+ Cat6 AX3000 Wi-Fi 6 Gigabit Desktop DSL Gateway (DR3650v-4G) combines DSL, Ethernet, and mobile broadband to provide flexible, high-performance connections for small and medium-sized businesses.
The DR3650v-4G is compatible with Super VDSL (VDSL2 Profile 35b), Ethernet WAN access, and 4G/3G USB modems, providing multiple options for primary or failover connectivity: 
1) Its Gigabit LAN/WAN port allows connection to cable or fibre 
2) while FXS ports support VoIP which enables dependable voice communication, and 
3) the USB 3.0 port can accommodate 4G/3G dongles to provide an additional or backup internet connection.
With its DSL port, it supports VDSL2, ADSL2+, ADSL2, and ADSL connections, enabling access to higher DSL speeds while still compatible with leading ISPs.
The device offers 4G+ LTE connectivity with speeds of up to 300 Mbps, so businesses can quickly establish an internet connection or maintain service as a backup.
Equipped with AX3000 Wi-Fi 6 technology, the DR3650v-4G delivers combined wireless speeds of up to 3.0 Gbps, helping support businesses with multiple connected devices and demanding network activity.
The DR3650v-4G also supports a wide range of VPN protocols, including SSL VPN, IPSec, GRE, WireGuard, PPTP, L2TP, and OpenVPN. This makes it straightforward to create secure VPN tunnels for safe internet browsing, inter-branch communication, and enabling remote work or study.
For simple administration, the gateway supports centralised cloud management across Omada gateways, switches, and access points. Using the Omada cloud-based controller, organisations can manage multiple sites efficiently and potentially reduce maintenance overhead.
Features
· AX3000 Wi-Fi 6 performance, delivering up to 2402 Mbps on 5 GHz and 574 Mbps on 2.4 GHz
· 4G+ Cat6 connectivity with speeds of up to 300 Mbps
· Comprehensive connectivity ports, including:
· 3 × RJ11 ports (2 × FXS, 1 × DSL)
· 5 × RJ45 Gigabit ports
· 1 × USB 3.0 port
· Dual Nano-SIM slots supporting 4G/LTE failover, helping maintain internet stability if the primary connection is interrupted
· VDSL2 35b support, allowing DSL access speeds of up to 350 Mbps
· Broad DSL compatibility: VDSL2, ADSL2+, ADSL2, and ADSL
· Extensive VPN protocol support including: IPSec, PPTP, L2TP, OpenVPN, WireGuard, GRE, and SSL VPN
· Load balancing across DSL, 4G, and Ethernet WAN to help optimise bandwidth usage and maintain stability.
· Centralised cloud management through the Omada platform
· Flexible installation options – desktop, wall or rack mounting possible (rackmount kit D226 available separately).
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